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Condensing unit
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Cooling capacity TIS.  Watt 5500 | 7,100 8,300 | 8,800 | 10,600 | 10,600
Btu/hr 18,800 | 24,000 | 28,000 | 30,300 | 36,100 | 36,100
Current TIS.  Amp 7.20 9.10 10.80 | 11.80 | 14.20 4.70
Power TIS.  Watt 1,556 | 1,972 2,338 | 2,558.14 | 3,081.39 | 3,081.39
SEER (Btu/hr)/W 13.80 | 13.80 1333 | 1333 | 13.33 13.33
copP Watt/Watt 3.57 3.60 3.55 3.44 3.44 3.44
Power supply V-Ph-Hz 220-1-50 | 220-1-50 | 220-1-50 | 220-1-50 | 220-1-50 | 380-3-50
(| Air Direction | 8 Way(Round Flow) , Auto Swing )
Liquid Inch 3/8 3/8 3/8 3/8 3/8 3/8
Suction Inch 5/8 5/8 5/8 3/4 3/4 3/4
Drain Inch 1 1 1 1 1 1
E | Front panel Dimension Width — m.m. 950 950 950 950 950 950
2 Depth  m.m. 950 950 950 950 950 950
S Height m.m. 50 50 50 50 50 50
= NW.  Ke. 5 5 5 5 5 5
Body Dimension Width  m.m. 840 840 840 840 840 840
Depth  m.m. 840 840 840 840 840 840
Height m.m. 240 240 240 285 285 285
e NW.  Ke. 27 27 27 30 30 30
(= | Liquid Inch 3/8 3/8 3/8 3/8 3/8 3/8
§ Suction Inch 5/8 5/8 5/8 3/4 3/4 3/4
2 Unit Dimension  Width  m.m. 866 968 968 968 968 968
2 Depth m.m. 308 308 308 308 356 356
g Height m.m. 641 794 794 794 794 794
< NW. K. 46 56 59 63 71 71
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WORLD STANDARD AIR CONDITIONERS

Cassette
(EGAT)
R32 & R410A
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